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Mounting instructions for composite flanges

The indicated torque settings for fiber-reinforced composite flanges are the maximum values that can be used in order to avoid
damage. The following torque settings are based on use of new and non-lubricated bolts.
The bolts are cross-tightened to achieve a correct and optimal tightening.

Flange diameter (DN) Maximal torque settings (Nm)

Pressure (Pmax) 3/6bar 10 bar 16 bar 20 bar 25 bar 32 bar
Type Flat Curved Flat Curved Flat Curved Flat Curved Flat  Curved Flat  Curved
DN 15-25 20 12 20 12 20 12 30 15 30 15 30 15
DN 32 - 40 85 16 85 16 85 16 45 25 45 25 45 25
DN 50 - - - - - - 60 85 60 85 60 85
DN 50 - 80 45 24 45 24 45 24 - - - - - -
DN 65 - 100 - - - - - - 75 45 75 45 75 45
DN 100 58 30 55 30 55 30 - - - - - -
DN 125 65 30 65 30 80 85 80 50 100 60 100 60
DN 150 80 40 80 40 100 50 100 60 110 70 110 70
DN 200 80 40 100 50 100 65 110 70 130 80 130 80
DN 250 80 40 100 60 130 80 130 80 160 100 160 100
DN 300 - 350 100 50 130 80 160 100 160 100 190 120 190 120
DN 400 - 500 130 65 160 100 210 130 210 130 260 160 260 160
DN 600 - 700 160 100 210 130 260 160 260 160 300 190 300 190
DN 800 - 900 190 120 240 150 300 190 300 190 350 220 350 220
DN 1000 - 1100 220 140 290 180 350 220 350 220 400 250 420 260
DN 1200 - 1350 250 160 320 200 400 250 420 260 450 280 480 300
DN 1400 - 1500 280 180 350 220 420 260 450 280 500 320 n/a n/a
DN 1600 - 1800 300 200 400 250 460 290 480 300 n/a n/a n/a n/a
DN 2000 - 2200 350 230 440 280 500 320 n/a n/a n/a n/a n/a n/a
DN 2400 - 2600 400 260 500 320 n/a n/a n/a n/a n/a n/a n/a n/a
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